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PE Certification for Subdivisions and Streets 
City of Statesville, North Carolina 

 

Date  

 

Subdivision Name                                                                                        Phase: 

                                                                                                                          (if Applicable) 

Entrance from                                                                                     

                             (US, SR, NC Route # and Road Name) 

                                       
Street Names: ________________________________________________________________________________ 

 

            ________________________________________________________________________________ 

 

            ________________________________________________________________________________ 
 

(If only a portion of a street is being certified, the stationing associated with the certified portion shall be listed)                                           

                                      

A final inspection of the streets, storm drainage, sanitary sewer, and water systems for the above 

referenced subdivision has been performed by                                                               I have reviewed the 

inspection data and have determined that the streets have been constructed in accordance with the design 

drawings approved by the City of Statesville on                                              and all subsequent revisions. 

My observations and testing indicate the subgrade, base and pavement has been constructed in accordance 

with the guidelines established by the City of Statesville Street Specifications, as verified by the attached 

test results and Public Improvements Checklist. 

 

Please note that this approval is only for the construction.  Once the development has achieved 80% 

housing density, a request for the street(s) to be added to the City’s Maintenance program can be 

requested.  The request shall be from the entity currently responsible for maintenance of all elements 

within the public rights of way, and is subject to Council approval.     

                                                              

Name                                                              

 

                   Signature 
                                                                                                                                                                                                                                                               
 

 
NC PE# 

 

 

Received by City Office 
       (Name, Date) 

 

 

         

(seal)   

 
 

   P. O. Box 1111, Statesville, NC  28687-1111 

 

Public Works Director/City Engineer 704 878-3552 

Assistant Public Works Director  704 761-2381 

Office Manager   704 878-3562 



 
PE Certification for Subdivisions and Streets 12/2022 

Public Improvements Checklist 
City of Statesville, North Carolina 

 
TYPICAL SECTION 

 

              - Roadway has been constructed per the approved plan 

              - Curb and Gutter have been constructed per the approved plan           

              - Subdivision Construction meets current ADA standards 

 

ROADWAY CONSTRUCTION 

 

              - Sub-grade density tested at a minimum of one location every 1000’ for any section up to 28’           

 wide. One test every 300 Sq. Yds. if section is over 28’ wide. (data included) (Nuclear gauge is not 

acceptable for subgrade).  All sub-grade tests (top 8” of compacted material) shall be a minimum of 100% 

compaction. 

              - Sub-grade has been proof rolled over the entire section (pass/fail data & remarks included)             

              - Stone depth verified at one location per station (data included) (minimum platted depth must be  

                achieved over the entire roadway section) 

- Stone density verified by volumetric meter at a minimum of 100% or nuclear gauge at a minimum of 

98% compaction with one location every 1000’ for any section up to 28’ wide.  One test every 300 Sq. 

Yds. If section is over 28’ wide. (data included) 

              - Stone base has been proof rolled over the entire section (pass/fail data & remarks included) 

 

 PAVEMENT PLACEMENT 

 

              - Verify asphalt placement temperature 

 - Verify asphalt depth (minimum platted depth achieved and verified over entire roadway   section using      

core samples taken at a minimum of one every 2000’ or fraction thereof per day- data /reports included) 

- Core Samples or nuclear gauge taken to verify density, minimum of one every 2000’ or fraction thereof 

per day. (data/reports included) 

 

DRAINAGE FACILITIES 

 

              - Approved materials have been used 

              - Pipes have been installed with proper cover and slope             

              - Pipes sizes are correct (as platted) 

 

SEEDING 

              - Seeding has been performed (YES/NO)  

 

Name    __________________________ 
 

Signature __________________________ 

 

NC PE#  __________________________  
 

 

 
 

 
 

 

 
 

 

 
 

 

 
(seal) 

 


